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HempitectureHEALTHY HIGH PERFORMING FIBER INSULATION

HempWool

Improved Air Quality

Vapor Permeable

Absorbs Sound

Environmentally Friendly

Easy to Install

Durable and Long Lasting

HempWool contains no VOCs and lends to a healthy indoor air quality.

A vapor permeable material, HempWool allows moisture to pass through, while 
being naturally mold resistant.

HempWool is a sound attenuating insulation material that absorbs sound, mak-
ing your home comfortable both thermally and acoustically.

Our insulation is environmentally friendly because it is derived from plant-based 
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HempWool is non abrasive, meaning it won’t irritate your skin or lungs, making it 
easy to work with. No gloves are required for handling.

Long lasting and highly durable, HempWool is a material that gets its strength 
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Sustainable Thermal Performance
R3.7 per inch

*KƴHNJSY



Hempitecture © 2022 Showroom HQ, 323 Lewis St. #E
Ketchum, ID 83340

sales@hempitecture.com

HempitectureHEALTHY HIGH PERFORMING FIBER INSULATION

Pricing

Installation

R Value Depth SqFt/Palette Retail Price per SqFt

HempWool is installed similarly to many conventional insulation products. 
However, because HempWool matches the depth of your studs, you may need 
to relieve the panels to accomodate electrical, plumbing, or other elements 
embedded in the wall or ceiling.
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installed. Rather, cut all HempWool panels 1/2” larger than your opening for it to 
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When cutting HempWool panels, be sure to follow safety precautions such as 
eye and breathing protection. A table saw can be used to rip down panels to 
match stud bay spacing, where layout is not in common increments. A metal 
GYX�SJJ�[LIIP�GER�FI�YWIH�XS�QEOI�ƤRIV��QSVI�HIXEMPIH�GYXW�XS�EGGSQSHEXI�
wires or plumbing. HempWool can also be ripped by hand. Always follow OSHA 
guidelines.

R7

R20

R13

R28

2”

5.5”

3.5”

7.5”

704

256

400

192

$1.10

$2.25

$1.45

$2.95
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Panel Dimensions

Questions & Ordering

R Value Depth Panel Width Panel Length

Hempitecture HempWool comes in a variety of depths and widths to meet your project needs. The standard widths are 
designed to accomodate standard framing spacing of 24” on center and 16” on center.

R7

R20

R13

R28

2”

5.5”

3.5”

7.5”

15.25” / 23.25”

15.25” / 23.25”

15.25” / 23.25”

15.25” / 23.25”

48”

48”

48”

48”
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